A VLE Chillers and HP with Low GWP refrigerant
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Outdoor packaged unit
VLE 150-570 kW

Air-water unit with high seasonal
efficiency and low-GWP refrigerant

VLE is Galletti's new range of air-cooled monobloc chillers
and heat pumps for outdoor installation featuring R454B
refrigerant. R454B is a next generation A2L refrigerant
with a GWP of only 467, one of the lowest on the market.
This GWP value ensures that the VLE range complies with
the gradual reduction of greenhouse gas emissions re-
quired by the F-GAS regulation, down to the stricter limits
foreseen for 2030.

The range consists of 11 models with cooling capacities
ranging from 150 to 570 kW, available in cooling only or
reversible heat pump versions. The range's main strength
is its high seasonal efficiency, which is designed to per-
manently reduce annual energy consumption as well as
meet the minimum efficiency requirements established
by ErP 2021. In order to increase the efficiency at partial
loads, all VLE models are provided with tandem or trio
solutions (2 or 3 compressors on a single circuit) and
eguipped with electronic expansion valve as standard.
The use of top quality components at the cutting edge
of technalogy in the cocling, hydraulic, and electrical sys-
tems makes VLE chillers state of the art in terms of effi-

R-4548 t“'—"z Q { % _\\‘Pé clency, reliability, and operating limits.
Low GWP (D) ‘ ‘ |7 In fact, the ability to produce water from -10 °C to 55 °C

R-4548 AL gas leak Scroll Coolingonly — Heating/Cooling and operate at full load with outdoor air temperatures
refrigerant defection compressor from -15 °C to 46 °C is guaranteed. The range provides
high configurability from the point of view of acoustics,
with a wide range of accessories designed to reduce
noise emissions. Advanced control, which is always pro-

PLUS vided across the entire range, allows continuous moni-
toring of operating parameters, advanced regulation log-

. . ics, and connectivity. Lastly, the modular structure with
» Refrigerant with GWP of less than 500 V-shaped coils is designed to optimize heat exchange on

» High seasonal efficiency values the air side, guarantee structural strength with a reduced
» Electronic expansion valve footprint, and maintain maximum accessibility of the key
» Up to 6 compressors components.

» 1 or 2 cooling circuits
» Remote connectivity with the most common protocols
» Possibility to configure low-noise versions

VLE heat pumps and water chillers are designed for heating or cooling
the water to be used in air-conditioning systems for residential, com-
mercial, or industrial use,

The use of low-GWP refrigerant ensures compliance with the limits es-
tablished by the F-GAS regulation regarding gases that potentially con-
tribute to global warming (greenhouse gases).

AW-220 www.galletti.com GAPCBX211A



e
AGalletti VLE 150 - 570 kW

Ce NP ITIOoNING

CONFIGURATOR

The models are completely configurable by selecting the version and Version Field 1 2 3 4 5 6 7 8 9 10 m 12 13
the options. To the right is shown an example of configuration. VLE162HS0A A1 S 0 E 0 0 M 0 0 G 0 1
To verify the compatibility of the options, use the selection software or the price list.
AVAILABLE VERSIONS
Only cooling versions Reversible heat pump versions
VLE..(S0A Power supply 400V-3N-50Hz VLE..HSOA Power supply 400V-3N-50Hz
VLE..C52A Power supply 400V-3N-50Hz + circuit breaker VLE..HS2A Power supply 400V-3N-50Hz + circuit breaker
VLE..(54A Power supply 400V-3N-50Hz VLE..HS4A Power supply 400V-3N-50Hz
VLE..CS5A Power supply 400V-3N-50Hz + circuit breaker VLE..HS5A Power supply 400V-3N-50Hz + circuit breaker
CONFIGURATION OPTIONS
1 Expansion valve S Evaporator, water pump and water buffer tank
A Electronic 7 Acoustic insulation and attenuation
2 Water pump and accessories 0 Absent
0 Absent 2 Compressor soundproof insulations
1 LP pump + expansion vessel 4 Low-noise BLDC fans
2 LPrun and standby double pump + expansion vessel 5 Compressor soundproof insulations + Low-noise BLDC fans
3 HP pump + expansion vessel 8 Refrigerant pipework accessories
4 HPrun and standby double pump + expansion vessel 0 Absent
5 LP pump + expansion vessel with Viton seal M Refrigerant pressure gauges
6 LPrun and standby double pump + expansion vessel with Viton seal 9 Remote control / Serial communication
7 HP pump + expansion vessel with Viton seal 0  Absent
8  HPrun and standby double pump + expansion vessel with Viton seal 2 RS485 serial board (Carel / Modbus protocol)
A LPinverter pump + expansion vessel B BACNETIP / PCOWEB serial board (advanced controller required)
B LP run and standby double inverter pump + expansion vessel G BACNETIP/ PCOWEB + SUPERVISOR SOFTWARE (GWeb)
C  HPinverter pump + expansion vessel S Remote simplified user panel
D HPrunand standby double inverter pump + expansion vessel X Remote simplified user panel for advanced controller
E  LPinverter pump + expansion vessel with Viton seal 10 Special coils / Protective treatments
F LPrun and standby double inverter pump + expansion vessel with Viton seal 0 Standard
G HPinverter pump + expansion vessel with Viton seal € (Cataphoresis
H  HP run and standby double inverter pump + expansion vessel with Viton seal E  Microchannels coil with e-coating treatment
3 Water buffer tank | Hydrophilic
0 Absent M Microchannel in Lond Life Alloy (standard for chiller)
S Present (excludes Hydro Smart Flow) P Pre-painted fins with epoxy painting
4 Partial heat recovery R Copper-copper
0 Absent 11 Antivibration shock mounts
D Desuperheater with water pump free contact 0 Absent
5 Air flow modulation G Rubber anti vibration shock mounts
A Condensation control with high-head BLDC electronically controlled fans M Spring anti vibration shock mounts
C  Condensation control by phase-cut fans 12 Compressors options
E  Condensation control performed by EC fans 0 Absent
6 Antifreezing kit 1 Crankcase compressor heater (CHILLER), outdoor coil trace heater (HP)
0 Absent 2 Liquid separator at compressor intake
E  Evaporator 13 Onboard controller
P Evaporator and water pump 1 Advanced
ACCESSORIES
A Outdoor finned coil heat exchanger protection filters L Water pipes additional insulation
B Hydro smart flow (water tank not allowed) M 0-10V signal for external user pump control (on-board pump excuded)
C Pair of couplings Victaulic N Compressor tandem/trio isolation valves
D ON/OFF status of the compressors 0 Anti-intrusion grille
E Remote control for step capacity limit (advanced controller required) P Regulating pumps kit
F Configurable digital alarm board (advanced controller required) ] Night-time low-noise
G Soft starter R Enabling 2nd set-point / external alarm signaling via digital input
H Power factor capacitors S Hot-wire electronic flow switch
Filter isolation valves kit (solenoid valve and isolation valve for H version, isolation valve T Mains power analyzer for monitoring and reducing power consumption

+EEV for Cversion)

EXTENDED OPERATING RANGE

The generous sizing of the coils combined with innovative technological sclutions makes it possible for VLEs to operate in very different

climatic environments. Specifically:

T. water *C
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FUNCTIONS
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Scroll compressors

The scroll-type compressors designed to work with R454B, which can be sound
insulated, include internal thermal protection of the windings and are installed
on special anti-vibration supports. The scroll-type compressors are equipped
with an [DV valve. The IDV intermediate delivery valve technology allows the
compressor to avoid losses caused by overcompression and, consequently, the
additional work the motor has to perform in partial-load operation, thus saving
energy and improving seasonal and partial-load efficiency from 3% to 10%.

Low noise execution HSF - hydro smart flow

The units can be supplied in a low-noise version, with silencing housings and Available on request, the HSF kit is placed on the unit's hydronic side and con-
reduced speed BLDC fans. This configuration, together with the night-time at- sists of a 4-way valve and a kit. Hydro Smart Flow, which is activated at the time
tenuation function, significantly reduces the sound power level. of seasonal changeover, reverses the direction of the water flow over the plates

to be consistent with the flow of the refrigerant. In this manner heat exchange
always occurs in counterflow, this optimizing the unit's operation in the sum-
mer and winter seasons and extending the unit operating range.

Microchannel

The entire Chiller range has microchannel coils as a stand-
ard feature. The large heat exchange surface, the absence of a
copper-aluminum interface, and the perfect flow of air make it
possible to achieve the same performance while reducing the
refrigerant charge by up to 40%, with obvious benefits from an
ecological point of view. Microchannel coils Galletti always fea-
ture surface treatment as a standard feature in order to provide
maximum safety, even in harsh environments.
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MAIN COMPONENT

Structure
The range is designed modularly,
replicating the optimized structure
of V configuration condensing coils
and fans. Its design ensures stabili-
ty, sturdiness even during the most
critical phases (such as transporta-
tion), and maximum accessibility to
components in every VLE unit.

Safety procedures in case of refrigerant leakage

Electronic valve
It is standard on the entire range
and offers greater responsiveness
during transients. The electronics
also manage the synergistic oper-
ation of the compressors and the
valve, thereby making it possible
to vary overheating and maximize
efficiency at partial loads.

As a standard feature, the units are equipped with leak detection sensors in the electrical control board and near the cooling
circuit. The microprocessor manages the procedures for securing and shutting down the unit in case of refrigerant leakage,
also making it possible to divert the power supply of the control unit that collects the information from the leak sensors ona
low-voltage emergency line. This function allows the complete disconnection of the power to the unit during maintenance

operations, while leaving all the safety systems enabled.

VLE 150 - 570 kW

Economy - low noise function

Based on time slots or no-veltage contact, this function makes it possible to
reduce the maximum speed of fans and the number of compressors that can
be activated. This operation is especially useful during the night phase, when
the power required is very low, and the unit can operate at a reduced level, thus
lowering the noise level during a sensitive time period.

Primary heat pump management

In case of a decoupled circuit, it is possible, via remote sensor, to switch off the
primary circuit's pumps, when permitted, due to low thermal load. In this man-
ner a further reduction in pumping costs Is achieved.

CDS - Continuosly Data Storage

This feature makes it possible to continuously store the characteristic operat-
ing parameters of the unit and the system in the control microprocessor. This is
achieved through the availability of additional memory, which is provided as a
standard feature on the controls of the whole VLE range.
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VLE C WATER CHILLERS RATED TECHNICAL DATA
2 IS S T 7 N7 T

Power supply V-ph-Hz 400-3N-50

Cooling capacity ()] kw 155 204 233 m 3N 340
Total power input (1) kw 59,0 673 834 102 118 18
EER m 2,62 3,03 2,80 2,68 2,64 2,88
SEER (e ST 430 4n 415 413 435
Water flow (1) I/h 26578 35053 40075 46718 53377 58454
Water pressure drop (1)(E) kPa 24 25 3 30 39 34
Available pressure head - LP pumps (1) kPa 120 152 135 121 100 127
Available pressure head - HP pumps (1) kPa 216 207 192 222 201 232
Maximum current absorption A 123 158 190 220 246 268
Start up current LA 387 Iy 445 7% 512 537
Startup current with soft starter ' 30 336 365 3% 426 451
Compressors / circuits 21 2N 3N 4/2 42 42
Buffer tank volume o’ 250 350 350 30 30 550
Sound power level 3) dB(A) 88 91 92 91 91 93
Weight without options kg 1073 1831 1952 2072 2114 2893
Maximum transport weight kg 1483 2741 2879 3074 39 4331
I T T T TR

Power supply V-ph-Hz 400-3N-50

Cooling capacity m  kw 35 408 461 537 580

Total power input (1) kw 125 131 163 179 202

EER (1) T 311 283 3,00 287

SEER (2)(E) - 433 4,69 4,55 4,55 4,57

Water flow (1) I/h 61189 ‘ 70141 79249 92315 ‘ 99688

Water pressure drop (1)(B) kPa 47 n 38 38 ‘ 41

Available pressure head - LP pumps m kP2 109 155 131 107 139

Available pressure head - HP pumps (1) kPa 215 213 188 203 182

Maximum current absorption A 281 316 322 369 395

Start up current A 550 585 581 642 668

Startup current with soft starter ' 464 499 501 556 582

Compressors / circuits ‘ 42 472 6/2 6/2 6/2

Buffer tank volume dm? 550 700 700 800 800

Sound power level @) w93 94 9 9 95

Weight without options kg 2924 3612 3855 5343 5432

Maximum transport weight kg 4353 5501 5763 7556 7646

(1) Outdoor air temperature 35°C, water temperature 12°C/ 7°C (EN14511:2018)

(2) nefficiency values for heating and cooling are respectively calculated by the following formulas: [ = SCOP / 2,5- F(1) - F(2)] e [ = SEER / 2,5 - F(1) - F{2)]. For further information, please refer to the
technical document “ErP 2009/125/EC DIRECTIVE" in the catalogue introducing pages, or to the EN14825:2017 regulation.

(3) Sound power level measured according to 150 9614

(E) EUROVENT certified data
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VLE H HEAT PUMPS RATED TECHNICAL DATA
wew [ e | om | oo | ] ou e

Power supply V-ph-Hz 400-3N-50

Cooling capacity (ME) kW 157 201 230 268 3n 335

Total power input (M(E) kW 583 67,2 83 102 116 18

EER (1)(E) 2,68 299 2,76 2,64 2,68 2,84

SEER (2)(E) 41 430 421 415 413 435

Water flow ()] Ith 26929 34558 39527 46039 53401 57644

Water pressure drop (1)(E) kPa 25 U 30 29 39 33

Available pressure head - LP pumps (1) kPa 117 151 134 17 9% 125

Available pressure head - HP pumps (1) kPa 212 207 190 218 195 231

Heating capacity (3)(E) kW 164 218 244 287 328 362

Total power input (3)E) kW 56,4 67,0 84,7 99,4 112 116

e (3)(E) 291 325 287 2,89 293 312

SCop (2)(E) 3,56 3,50 344 3 3,87 3,68

Heating energy efficiency class (4)(E) A+

Water flow (3) I/h 28476 37753 42255 49892 56980 62846

Water pressure drop (3)(E)  kpa bk 29 34 33 43 39

Available pressure head - LP pumps (3) kPa 109 144 128 m 86 m7

Available pressure head - HP pumps 3) kPa 204 199 184 21 185 pr)]

Maximum current absorption A 123 158 190 220 246 268

Start up current A 387 422 445 476 512 537

Startup current with soft starter A 301 336 365 3% 426 451

Compressors / circuits 21 2N 31 4/2 412 42

Buffer tank volume dm’ 250 350 350 350 350 550

Sound power level (5)(E)  dB(A) 88 9 92 N 9 93

Weight without options kg 1213 2106 2227 2355 2400 3285

Maximum transport weight kg 1483 2747 2879 3074 39 4331
wew T e | se | s

Power supply V-ph-Hz 400-3N-50

Cooling capacity ME kW 358 401 459 532 572

Total power input (ME) kW 126 133 162 178 203

EER (1)(E) 283 3,02 2,84 299 281

SEER (2)(F) 433 4,69 4,55 4,55 4,57

Water flow m Ith 61469 68927 78901 91369 98333 E’
Water pressure drop (M(E)  kpa 48 30 38 37 40 ©
Available pressure head - LP pumps (1) kPa 107 154 128 105 134 %
Available pressure head - HP pumps (1) kPa 213 212 185 200 177 J'__-
Heating capacity (3)(E) kw 389 436 503 572 627 v
Total power input B)E  kw 125 134 164 180 196 Q-
e B)(E) 312 3,25 3,08 318 3,20 %
SCop (2)(E) 3,72 3,65 342 3,65 3,80 =
Heating energy efficiency class (4)(E) A+ 8
Water flow 3) I/h 67493 75792 87424 99286 108907 =
Water pressure drop (3)(E)  kpa 44 32 37 49 53 =
Available pressure head - LP pumps 3) kPa 109 149 128 86 110 Dg_
Available pressure head - HP pumps (3) kPa 214 206 184 180 152 T
Maximum current absorption A 281 316 322 369 395 O
Start up current A 550 585 581 642 668 =
Startup current with soft starter A 464 499 501 556 582 v
Compressors / circuits 4/2 42 6/2 6/2 6/2 g
Buffer tank volume dm’ 550 700 700 800 800 e
Sound power level (5)(E)  dB(A) 93 94 94 95 95 k'lj
Weight without options kg 3316 4152 4394 6010 6103 I_I_IJ
Maximum transport weight kg 4353 5501 5763 7556 7646 >

(1) OQutdoor air temperature 35°C, water temperature 12°C/ 7°C (EN14511:2018)

(2) nefficiency values for heating and cooling are respectively calculated by the following formulas: [n=SCOP /2,5 - F(1) - F(2)] e [n = SEER / 2,5 - F(1) - F(2)]. For further information, please refer to the
technical document“ErP 2009/125/EC DIRECTIVE”in the catalogue introducing pages, or to the EN14825:2017 regulation.

(3) Outdoor air temperature dry bulb 7°C / wet bulb 6°C, water temperature 40°C/ 45°C (EN14511:2018)

(4) Seasonal energy efficiency class for LOW TEMPERATURE room heating under AVERAGE climatic conditions [EUROPEAN REGULATION No 811/2013]

(5) Sound power level measured according to 150 9614

(E) EUROVENT certified data
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DIMENSIONAL DRAWINGS
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DIMENSIONAL DRAWINGS
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DIMENSIONAL DRAWINGS
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DIMENSIONAL DRAWINGS

VLE C414-456

6215
2158 5912 303

210 -

2733

782

409 |,

805
ase]

853

\ 200
V2050
\\\ 2252

584 \ oug )
| B

Water inlet Victaulic 5"

Water outlet Victaulic 5"

Water outlet, evaporator only Victaulic 5"

Vibration dumpers

1
2
3
4 Power supply input
5
6

Lifting points

VLE H 414 - 456

6215
5912 303

598 | I

|
2
2730
m
L

805
53

)
=]
:f =2

G2 T
584 \ .’H‘ 908

409,

LEGEND

Water inlet Victaulic 5"
Water outlet Victaulic 5"

Water outlet, evaporator only Victaulic 5"

Power supply input

Vibration dumpers

v R W N -

Lifting points

AW-230 www.galletti.com GAPCBX211A



e
AGaIIeth VLE 150 - 570 kW

Ce NP ITIOoNING

DIMENSIONAL DRAWINGS
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